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Parametre
-  2x AA 1.5V  LR6 (Imax 8A)

 IP21
5°C ~ 35°C (  0.1°C)

0°C ~50°C
-10°C ~ +60°C
86 x 86 x 25mm



–

.

.

.

.

.

.

.
( ). ECO. 

.

.
( ). COMFORT

.
RF  *

.

. ;
 ( ,

,..) ;
.

.

*  SAS918WHB-0-RF  SAS918WHB-0-DF

“OPEN”.

AA LR6 1.5V.

í
k iemu iu

.



t

tl e

–

 ☀☀ 

z m


+ –

1 30.0°C 20.0°C –
35.0°C

2 05.0°C 05.0°C –
20.0°C

3 16.0°C 10.0°C –
20.0°C

,  – 
.

4 21.0°C 20.0°C –
25.0°C

,



5 On On / Off  –  On, 
. Off,

.
6 00.0°C -5.0°C –

05.0°C
 – 

 20.0°C, 
21.0°C. -1.

7 Hp P1/Hp – HP: . T
– , . 0.5°C. ,

 22.0°C 0.5°C.
21.5 °C  22.5 °C.

Pi: PWM modul -
.

8 0.5°C 0.1°C –
05.0°C
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9 On On / Off ( ,
) - n


